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Step 1: 

Position two cabinets between a column as shown below [A].  Align the column on one side 

by pushing the cabinet flush to the column.  Then push the column forward keeping it flush 

against the cabinet.  See notes below or proper alignment.  Position the other cabinet in the 

same manner. 

A B 

Align the column so that the front is flush 

(or as close as possible) to this point. 

The Top will follow the contour of the cabinet. Alignment Notes: 



Step 2: 

Attach support brackets to the back, bottom of the cabinet using two AA6220 1/4-20 x 1 3/4 

Allen bolts.  There are left and right brackets.  See below for proper bracket sides.  When 

attached the inserts would be pulled in.  The side decal will cover the holes. 

TO CABINET SIDE 

Outside of bracket 



Step 3: 

Attach a brace between the two brackets you just installed.  The ends will lock into the brack-

ets, you might have to loosen the bolts first then tighten.  This will also square the cabinets to 

each other. 

Step 4: 

Slide another column against the side cabinet and align it as shown in “ALIGNMENT NOTES”.  



Step 5: 

Slide another cabinet against the column and align it as shown in “ALIGNMENT NOTES”.  

Step 6: 

Attach support brackets to the back, bottom of the cabinet using two AA6220 1/4-20 x 1 3/4 

Allen bolts.  There are left and right brackets.  See below for proper bracket sides.  When 

attached the inserts would be pulled in.  The side decal will cover the holes. 

TO CABINET SIDE 



Step 7: 

Attach a brace between the two brackets you just installed.  The ends will lock into the brack-

ets, you might have to loosen the bolts first then tighten.  This will also square the cabinets to 

each other. 

Step 8: 

Slide the last column against the side cabinet and align it as shown in “ALIGNMENT NOTES”.  



Step 10: 

Attach one support bracket to the back, bottom of the cabinet using two AA6220 1/4-20 x 1 

3/4 Allen bolts.  Be sure to use the right bracket.  See below for proper bracket side.  When 

attached the inserts would be pulled in.  The side decal will cover the holes. 

TO CABINET SIDE 

Step 9: 

Slide the last cabinet against the column and align it as shown in “ALIGNMENT NOTES”.  



Step 11: 

Attach a brace between the two brackets you just installed.  The ends will lock into the brack-

ets, you might have to loosen the bolts first then tighten.  This will also square the cabinets to 

each other. 

Step 12: 

Attach the center brace to one side of the upper shelf.  Here the right shelf is shown.  Notice 

that the brace is installed into recessed area of the board.  Use two AA6718 1/4-20 Allen bolts 

on the top and secure them with a PC60614 KEP Nut on the bottom.   

Bottom of board 

Bottom 

Top 



Step 13: 

Lift the bottom shelf up onto the top of the columns [1].  Then slide the other panel on top 

and using two AA6718 1/4-20 Allen bolts on the top and secure them with a PC60614 KEP Nut 

on the bottom [2]. 

1 

2 



Step 14: 

Using three AA6584 1/4-20 Allen bolts and three AA6212 washers secure the bottom shelf to 

the three columns. 



Step 15: 

On each side attach a end bracket using two AA6211 1/4-20 Allen bolts with 6212 washers on 

top.  Then on the side use three 655 self tappers.  There are left and right brackets.  See below 

for diagram. 

LEFT RIGHT 



Step 16: 

Lift the center sign up onto the shelf and attach using three PC60622 1/4-20 Allen bolts and 

6212 washers. 

Step 17: 

Lift the left sign up onto the shelf and attach using three PC60622 1/4-20 Allen bolts and 6212 

washers. 



Step 18: 

Lift the right sign up onto the shelf and attach using three PC60622 1/4-20 Allen bolts and 

6212 washers. 

Step 19: 

Lift the middle grass sign up onto the shelf and attach using three PC60622 1/4-20 Allen bolts 

and 6212 washers. 



Step 20: 

Lift the left and right grass signs up onto the shelf and attach them using three PC60622      

1/4-20 Allen bolts and 6212 washers. 



Step 21: 

Position a power supply assembly to the bottom shelf behind the center sign.  Do 

not secure until all connections are made.  Adjust as needed.  

TURN SWITCH TO ON POSITION. 

Connect all +12 LED strips to their mating ends.   

The length of the wire determines which connector to use. 

Secure the Power supply assembly to the bottom shelf. 


